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Nivomat - Das gab es doch 
früher schon einmal?
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Nivomat Leveling System
Comparison of conventional damper to 
Nivomat

Conventional axle (damper and coil 
spring) 

Available strokes

Axle with Nivomat (self leveling system) and 
coil spring

Available Strokes 

Ride height changes with number of riders 
and pay load

Always the same ride height for all load conditions

Ride height is restricted to provide sufficient 
wheel travel under all load conditions

Ride height can be chosen to optimize design, 
geometry and riding position

Reduced compression stroke in laden 
condition 

Reduced rebound stroke in curb condition

Multiple contact of rebound stop 

Full availability of compression and rebound wheel 
travel under all load conditions 

Loss of ground clearance and banking angle 
due to payload 

Nivomat levels always back to dyn. level position 
and provides a secured ground clearance and 
designed banking angle over all load conditions

Allgemein:

•	 Das	Wilbers	LDC,	welches	technisch	dem	bekannten	Nivomat	System	von	ZF	entspricht,
	 ist	ein	vollautomatisches	hydropneumatisches	Niveauregulierungssystem.

•	 Um	das	System	zu	aktivieren	und	zu	betreiben	ist	kein	Eingreifen	des	Fahrers	notwendig.

•	 Der	Kernvorteil	des	Wilbers	LDC	ist	die	Kombination	aus	Niveauregulierung	und	des	sich
	 der	Beladung	entsprechend	anpassenden,	progressiven	Verhaltens	von	Federrate	und	Dämpfung.

•	 Niveauregulierung,	Anpassung	der	Dämpfung	und	Federrate:	Alle	Funktionen	sind	in	einem	einzigen
	 Gehäuse	untergebracht	und	werden	rein	mechanisch	und	hydraulisch	aktiviert	und	kontrolliert.	

•	 Das	Wilbers	LDC	ist	direkt	bei	Fahrtantritt	aktiv	und	einsatzbereit.	
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Nivomat Triple Tube 
Gasbag Design
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Das	Wilbers	LDC	Dreirohr-Gaspolster-Design ZF by Wilbers

Stangenführung
mit	reibungsoptimierter

Laufbuchse
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der	pendelnden
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Dämpfungssystem

Hochdruckkammer
mit	Gaspolster Zylinderrohr Niederdruckkammer Pumpenstange



Vorteile	des	Wilbers	LDC
gegenüber	konventionellen	Federbeinen
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Nivomat Leveling System
Comparison of conventional damper to 
Nivomat

Conventional axle (damper and coil 
spring) 

Available strokes

Axle with Nivomat (self leveling system) and 
coil spring

Available Strokes 

Ride height changes with number of riders 
and pay load

Always the same ride height for all load conditions

Ride height is restricted to provide sufficient 
wheel travel under all load conditions

Ride height can be chosen to optimize design, 
geometry and riding position

Reduced compression stroke in laden 
condition 

Reduced rebound stroke in curb condition

Multiple contact of rebound stop 

Full availability of compression and rebound wheel 
travel under all load conditions 

Loss of ground clearance and banking angle 
due to payload 

Nivomat levels always back to dyn. level position 
and provides a secured ground clearance and 
designed banking angle over all load conditions

Konventionelles Federbein 

Sitzhöhe	ändert	sich	mit	der	Anzahl	der	Fahrer
und	der	Höhe	der	Beladung.

Reduzierter	Gesamtfederweg	im	beladenen	Zustand.

Verlust	von	Bodenfreiheit	und	Schräglagenfreiheit
aufgrund	von	Zuladung.

Tragfeder	mit	linearer	oder	progressiver	Kennlinie.	
Kann	immer	nur	optimal	für	einen	Beladungszustand	
ausgelegt	werden.	Wechselt	der	Beladungszustand	
häufig	zwischen	Solo-	und	Soziusbetrieb	und/oder	
Gepäck,	kann	die	Niveaulage	nur	durch	Anpassen
der	Federvorspannung	erreicht	werden.
Die	eigentlich	notwendige	Anpassung	der	Federrate	
ist	nicht	möglich.

Wilbers LDC

Gleichbleibende	Sitzhöhe	für	alle	Beladungszustände.

Volle	Verfügbarkeit	des	Gesamtfederweges
im	beladenen	Zustand.

Das	Wilbers	LDC	kehrt	immer	auf	die	vorgegebene
Niveaulage	zurück	und	bietet	sichere	Bodenfreiheit	und
vollen	Schräglagenwinkel	bei	allen	Beladungszuständen.

Zusätzliche	Gasfeder	mit	progressiver	Kennlinie:
passt	sich	selbstständig	dem	Beladunszustand	an	und
bietet	immer	eine	optimale	Federrate	und	Dämpfung.
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Nivomat Leveling System
Comparison of conventional damper to 
Nivomat

Conventional axle (damper and coil 
spring) 

Available strokes

Axle with Nivomat (self leveling system) and 
coil spring

Available Strokes 

Ride height changes with number of riders 
and pay load

Always the same ride height for all load conditions

Ride height is restricted to provide sufficient 
wheel travel under all load conditions

Ride height can be chosen to optimize design, 
geometry and riding position

Reduced compression stroke in laden 
condition 

Reduced rebound stroke in curb condition

Multiple contact of rebound stop 

Full availability of compression and rebound wheel 
travel under all load conditions 

Loss of ground clearance and banking angle 
due to payload 

Nivomat levels always back to dyn. level position 
and provides a secured ground clearance and 
designed banking angle over all load conditions
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Vorteile	des	Wilbers	LDC
gegenüber	konventionellen	Federbeinen

ZF by Wilbers

Konventionelles	Fahrwerk

30%	Verlust	vom 
verfügbaren	Gesamtfederweg

Verfügbarer	Gesamtfederweg	
im	beladenen	Zustand
= 100%

Verfügbarer	Restfederweg
im	beladenen	Zustand
= 70%   

Gewünschte	
Position

Fahrzeughöhe	=	
gewünschte
Position

Volle	Beladungsposition

Wilbers LDC

100

Verfügbarer Federweg im beladenen Zustand



Vorteile	für	den	Endkunden ZF by Wilbers
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Nivomat Leveling System
Comparison of conventional damper to 
Nivomat

Conventional axle (damper and coil 
spring) 

Available strokes

Axle with Nivomat (self leveling system) and 
coil spring

Available Strokes 

Ride height changes with number of riders 
and pay load

Always the same ride height for all load conditions

Ride height is restricted to provide sufficient 
wheel travel under all load conditions

Ride height can be chosen to optimize design, 
geometry and riding position

Reduced compression stroke in laden 
condition 

Reduced rebound stroke in curb condition

Multiple contact of rebound stop 

Full availability of compression and rebound wheel 
travel under all load conditions 

Loss of ground clearance and banking angle 
due to payload 

Nivomat levels always back to dyn. level position 
and provides a secured ground clearance and 
designed banking angle over all load conditions

-	 Konstantes	subjektives	Fahrgefühl,	egal	ob	Solo,	mit	Sozius	oder	Zuladung.

-	 Anpassung	der	Federrate	an	den	Beladungszustand.

-	 Anpassung	der	Dämpfungskräfte	an	den	Beladungszustand.	

-	 Der	Fahrer	muss	weder	die	Federvorspannung	anpassen	noch	Luft	hinzupumpen	etc.

-	 Fehlbedienung,	falscher	Gebrauch	oder	das	Vergessen	der	Einstellungen	sind	ausgeschlossen.

-	 Zusätzlich	erfährt	der	Fahrer	Verbesserungen	in	Komfort,	Fahrstabilität	und	Sicherheit.

-	 Es	steht	immer	der	komplette	Federweg	am	Rad	zur	Verfügung.



Federratenanpassung	an	die	Beladung	 ZF by Wilbers
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Nivomat Leveling System
Comparison of conventional damper to 
Nivomat

Conventional axle (damper and coil 

spring) 

Available strokes

Axle with Nivomat (self leveling system) and 

coil spring

Available Strokes 

Ride height changes with number of riders 

and pay load

Always the same ride height for all load conditions

Ride height is restricted to provide sufficient 

wheel travel under all load conditions

Ride height can be chosen to optimize design, 

geometry and riding position

Reduced compression stroke in laden 

condition 

Reduced rebound stroke in curb condition

Multiple contact of rebound stop 

Full availability of compression and rebound wheel 

travel under all load conditions 

Loss of ground clearance and banking angle 

due to payload 

Nivomat levels always back to dyn. level position 

and provides a secured ground clearance and 

designed banking angle over all load conditions

Federrate	
am	Rad	/	am	Federbein	

22,8	N/mm		/	160	N/mm

19,6	N/mm		/	138	N/mm

17,2	N/mm		/	121	N/mm

15,5	N/mm	/	109	N/mm

Theoretisch	ermittelte	Federkennlinie	am	Rad

Ausfederweg	sa	[rNiveau Einfederweg	se	[mm]


